
 
 

Instructions For TS-100, TS-101 and TS-102. 
 

Parts List 
 
 

 
 

 
 

# Description Quantity Size Part Number 

1 Aluminum Rail 1 TS-100  32 inches Y-101-01 
1. Aluminum Rail 1 TS-101 16 inches Y-101-02 
1. Aluminum Rail 1   TS-102  5.5 inches Y-101-03 
2. Rail Plastic End Cap 2  Y-101-04 
3. Socket Head Screw 1 8-32 x ½” Z-123-79 
4. Deck Plate Screws 4 or 6  Z-123-73 
5. Thumb Screw 1 8-32 x ½” Z-123-80 
6. Slide Mount 1  R-110-00 

                                                                                                                                                                                                   
STEP 1: Install the rail to the deck or gunnel in your desired location using number 4 deck screws as seen in 
Image 1. 
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STEP 2: Remove the thumb screw and plastic end cap and insert R-110-00 slide mount into the rail as seen in 
Image 2. Then replace the end cap and thumb screw. 

 
                                                                
 
 
                                               Image 2. 

             



STEP 3: Connect the rod holder/transport rack or accessory to the slide mount with the two knobs as seen in 
Image 3. 
 

 
Image 3. 

 
 

 Just loosen the knobs slightly to slide the rod holder/transport rack or accessory then re-tighten the knobs       
to secure. 

 


