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Instructions For R-500 Rail Mount Rod Holder. 

 
                                      Parts List 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

# Description Quantity Size Part 
Number 

1 Single Rod Holder  1  Y-200-01 
2. Pivot Cap 1  Y-200-02 
3. Carriage Bolt  1 ¼” x 1-3/4” Stainless Z-123-76 
4. Rod Holder Head Mounting Bolt 1 ¼” x 3” Stainless Z-123-77 
5. Pivot Cradle 1  Y-200-03 
6. Flat Washer 8 ¼” x ¾” Stainless Z-123-68 
7. Knob 8 ¼-20 Y-200-04 
8. Pivot Cradle Teeth 1  Y-200-05 
9. Cradle Teeth Mounting Bolts 2 8-32 x ½” Cap Screw Stainless Z-123-78 

10. Spring 3  Y-200-06 



11. Cap Head Bolts 4 10-24 x 1” Stainless Z-123-69 
12. Male Composite Teeth 2  Y-300-05 
13. Carriage Bolts  2 ¼” x 3-1/2” Z-123-97 
14. Horizontal Support 1  Y-500-01 
15. Upper Mounting Block 1  Y-500-02 
16. Lower Mounting Block 1  Y-500-03 
17. Stainless Ny-Loc Nut 2 ¼”-20  Ny-Loc Nut Z-123-96 

 
The R-500 Rail Mount Rod Holder will fit 3,4” to 1-1/2” round or square tubing. 
 

1. Use configuration in (Image 1) for ¾” to 1” square tubing. 
2. Use configuration in (Image 2) for ¾” to 1-1/2” Round tubing. 

 

 
 

              (Image 1)                                                                   (Image 2) 
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3. Use configuration in (Image 3) for 1-1/16” to 1-1/2 “square tubing. 

 
 

 
 

 
 

                                                
 
 
 
              (Image 3) 
          

 
 

 
 
 
 
 
 
 

 
 
                                    
 
 
 
 



 
 
 
 
 
 
 
 
 
    
 


